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21 CFR Ch. I (4–1–05 Edition) § 1010.20 

Subpart C—Exportation of 
Electronic Products 

§ 1010.20 Electronic products intended 
for export. 

The performance standards pre-
scribed in this subchapter shall not 
apply to any electronic product which 
is intended solely for export if: 

(a) Such product and the outside of 
any shipping container used in the ex-
port of such product are labeled or 
tagged to show that such product is in-
tended for export, and 

(b) Such product meets all the appli-
cable requirements of the country to 
which such product is intended for ex-
port. 

[40 FR 32257, July 31, 1975] 

PART 1020—PERFORMANCE 
STANDARDS FOR IONIZING RADI-
ATION EMITTING PRODUCTS 

Sec. 
1020.10 Television receivers. 
1020.20 Cold-cathode gas discharge tubes. 
1020.30 Diagnostic x-ray systems and their 

major components. 
1020.31 Radiographic equipment. 
1020.32 Fluoroscopic equipment. 
1020.33 Computed tomography (CT) equip-

ment. 
1020.40 Cabinet x-ray systems. 

AUTHORITY: 21 U.S.C. 351, 352, 360e–360j, 
360gg–360ss, 371, 381. 

SOURCE: 38 FR 28632, Oct. 15, 1973, unless 
otherwise noted. 

§ 1020.10 Television receivers. 
(a) Applicability. The provisions of 

this section are applicable to television 
receivers manufactured subsequent to 
January 15, 1970. 

(b) Definitions. (1) External surface 
means the cabinet or enclosure pro-
vided by the manufacturer as part of 
the receiver. If a cabinet or enclosure 
is not provided as part of the receiver, 
the external surface shall be considered 
to be a hypothetical cabinet, the plane 
surfaces of which are located at those 
minimum distances from the chassis 
sufficient to enclose all components of 
the receiver except that portion of the 
neck and socket of the cathode-ray 
tube which normally extends beyond 
the plane surfaces of the enclosure. 

(2) Maximum test voltage means 130 
root mean square volts if the receiver 
is designed to operate from nominal 110 
to 120 root mean square volt power 
sources. If the receiver is designed to 
operate from a power source having 
some voltage other than from nominal 
110 to 120 root mean square volts, max-
imum test voltage means 110 percent of 
the nominal root mean square voltage 
specified by the manufacturer for the 
power source. 

(3) Service controls means all of those 
controls on a television receiver pro-
vided by the manufacturer for purposes 
of adjustment which, under normal 
usage, are not accessible to the user. 

(4) Television receiver means an elec-
tronic product designed to receive and 
display a television picture through 
broadcast, cable, or closed circuit tele-
vision. 

(5) Usable picture means a picture in 
synchronization and transmitting 
viewable intelligence. 

(6) User controls means all of those 
controls on a television receiver, pro-
vided by the manufacturer for purposes 
of adjustment, which on a fully assem-
bled receiver under normal usage, are 
accessible to the user. 

(c) Requirements—(1) Exposure rate 
limit. Radiation exposure rates pro-
duced by a television receiver shall not 
exceed 0.5 milliroentgens per hour at a 
distance of five (5) centimeters from 
any point on the external surface of 
the receiver, as measured in accord-
ance with this section. 

(2) Measurements. Compliance with 
the exposure rate limit defined in para-
graph (c)(1) of this section shall be de-
termined by measurements made with 
an instrument, the radiation sensitive 
volume of which shall have a cross sec-
tion parallel to the external surface of 
the receiver with an area of ten (10) 
square centimeters and no dimension 
larger than five (5) centimeters. Meas-
urements made with instruments hav-
ing other areas must be corrected for 
spatial nonuniformity of the radiation 
field to obtain the exposure rate aver-
age over a ten (10) square centimeter 
area. 

(3) Test conditions. All measurements 
shall be made with the receiver dis-
playing a usable picture and with the 
power source operated at supply 
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